
4" ASPHALT CONCRETE
8" AGGREGATE BASE MATERIAL
Poorly graded SAND (SP), medium dense, dark gray, very
moist, fine, trace shell fragments and fine to coarse GRAVEL,
GRAVEL is subangular, trace CLAY.  [FILL]

Grades without GRAVEL.

Lean CLAY with SAND (CL), stiff, gray, very moist, SAND is
fine, sulfur odor.  [BAY MUD]

Grades to SANDY lean CLAY.
Fat CLAY (CH), gray, very moist, with decayed vegetation,
trace fine SAND, black specks.

Grades to fat CLAY with SAND.

CLAYEY SAND (SC), medium dense, gray, wet, fine to
medium, with SANDY CLAY lenses, trace shell fragments (up
to 1/16" diameter).  [MARINE SAND]

Poorly graded SAND (SP), medium dense, gray, wet, fine,
trace shell fragments (up to 1/16" diameter).

Poorly graded SAND with CLAY (SP-SC), medium dense,
gray to dark gray, wet, fine to medium, trace shell fragments
(up to 1/4" diameter).

Poorly graded SAND (SP), medium dense, gray, wet, fine,
with abundant shell fragments (up to 1/16" diameter).

CLAYEY SAND (SP-SC), medium dense, grayish brown, wet,
fine, with SANDY fat CLAY lenses.
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BOREHOLE LOCATION (Lat/Long or North/East and Datum)

TOTAL DEPTH OF BORING
92 ft

Offset 38ft L Sta 48+85 SB Alignment

12-27-07
BOREHOLE LOCATION (Offset, Station, Line)

DURING DRILLING AFTER DRILLING (DATE)

HOLE ID
12-27-07

Gregg Drilling and Testing, Inc.

5 in. (soil); 4 in. (rock)

Automatic, 140 lbs., 30-inch drop

Neat Cement Grout backfill

DSB-R7R. Chew

11.009 ft (NAVD88)

Fraste Multi-drill (truck)

N2120828.269 / E5997724.382  (NAD83)

DRILLING METHOD DRILL RIG

SPT HAMMER TYPE

BOREHOLE BACKFILL AND COMPLETION GROUNDWATER
READINGS

BEGIN DATE COMPLETION DATELOGGED BY

DRILLING CONTRACTOR

HAMMER EFFICIENCY, ERiSAMPLER TYPE(S) AND SIZE(S) (ID)

BOREHOLE DIAMETER

76.2%MC (2.4"), SPT (1.4"), D&M Piston (2.4"), HQ Core

Mud Rotary

SURFACE ELEVATION
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Poorly graded SAND (SP), medium dense, yellowish brown,
moist, fine to medium.  [COLMA SAND]
Poorly graded SAND with CLAY (SP-SC), medium dense,
light yellowish brown, fine to medium, with iron-oxide staining,
dark gray streaks.

Poorly graded SAND (SP), dense, yellowish brown, moist,
fine, trace CLAY, with iron-oxide staining.

31.5', grades dark yellowish brown.
Poorly graded SAND with CLAY (SP-SC), very dense, dark
yellowish brown, wet, fine, slight iron-oxide stained streaks.

Poorly graded SAND (SP), very dense, dark yellowish brown,
very moist to wet, fine, slight iron-oxide stained streaks, trace
CLAY.

42.0' - 42.5', very thin seams (<1/4") of CLAYEY SAND.

47.0' - 47.5', lenses of orange brown CLAYEY SAND.

51.6' - 52.0', iron-oxide stained lenses.
Poorly graded SAND with CLAY (SP-SC), very dense, dark
yellowish brown, very moist,  very fine.
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Poorly graded SAND with CLAY (SP-SC), very dense, dark
yellowish brown, very moist,  very fine.
Grades olive gray, increase in fines content.

CLAYEY SAND (SC), medium dense, olive gray, wet,  fine to
very fine, with lenses of SANDY CLAY.

Grades to light olive gray.

Lean CLAY with SAND (CL), medium stiff, light olive gray,
very moist, with abundant shells (up to 1/2" diameter), SAND
is fine.  [OLD BAY CLAY]

CLAYEY SAND with GRAVEL (SC), medium dense, olive
brown, very moist, fine to medium, GRAVEL is fine,
subrounded, with shell fragments (up to 1/16" diameter),
black specks.  [ALLUVIUM]

SEDIMENTARY ROCK (Sandstone "Wacke"), orangish
yellow, very intensely weathered, very soft, with light gray
SANDY CLAY infilling, with black streaks.  [BEDROCK]

Fine to medium grained, yellowish brown, moderately
weathered, moderately hard, moderately fractured, fractures
primarily subhorizontal at 81.15', 81.4', and 84.0'.
77.5' - 77.9', possible leaching resulting in friable matrix.

82.5', polished fracture surfaces, with precipitate and/or clay
gouge, fine grained.

84.2' - 86.3', intensely fractured.
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Very slow run due to fluid mixing

C31 was run only 6" before core bit
plugged and needed to be pulled
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SEDIMENTARY ROCK (Sandstone "Wacke"), orangish
yellow, very intensely weathered, very soft, with light gray
SANDY CLAY infilling, with black streaks.  [BEDROCK]

89.1' - 89.4', possible leaching resulting in friable matrix.
89.3' - 90.2', healed, intenstely fractured zone.

90.2' - 90.4', very intensely fractured.

91.6' - 91.8', very intensely fractured.
Borehole terminated at a depth of 92 feet on 12/27/2007.

See Boring Record Legend for soil classification chart and
key to test data and sampler type.

5996C33

C31 sample in bag
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